
Appendix 2 

GB17883-1999-T0.2s0.5s English Translation (partial) 

4.6 Requirements of Accuracy 

4.61 Error Limits Caused by the Change of Current 

Under the described condition specified by 5.6.1, the percentage error of meter should not exceed 

the limits of corresponding accuracy level given by Tables 10 and 11 below.  

If the meter is designed to measure the bidirectional current, then the values in Tables 10 and 11 are 

applicable to each direction 

When rated current and power factor is assumed to be 1, the difference for percentage error of 

single phase load and three phase load on 0.2S grade and 0.5S grade meters should not exceed 0.4% and 

1.0%. 

Table 10 The limit of percentage error (Single-phase meters and 3-phase meters with balanced load) 

The Percentage error limit of each  
grade meter 

Current value Power factor of related  
components 

0.2S 0.5S 

 1   

 1   

 
0.5 lag 

0.8 advance 
 

 

 

 

     0.5 lag 

0.8 advance 
 

 

 

 

When the user has specific 

requirement： 

 

0.25 lag 

0.5 advance 
 

 

0 
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        附 录 A

      (标准的附录)

环境温度和相对湿度的关系
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                  附 录 B

              (标准的附录)

电压降落和短时中断影响的试验电压波形

图B1 电压中断为△U = 1000o, Is
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Zums

图B2 电压中断为DU=100% , 20 ms
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图 B3 电压降落为△U=50

      附 录 C

    (标准的附录)

外磁场影响试验电磁铁

比例尺 1:1(尺寸单位:mm)
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  附 录 D

  (提示的附录)

试 验 顺 序

表D1 推荐的试验顺序

序号 条号

2 2

绝缘性能试验

    脉冲电压试验

    交流电压试验

— -才一.一万丁下一

准确度试验

    仪表常数试验

    起动状态试验

    无负载状态(潜动)试验

    环境温度影响试验

    影响量试验

气_r;

污 6 6

}. n

,. r,

.11 . F;

川
川
24
2.E

  3

3.1-

3 2

3 3

3.1

3. 5

3.6

电气性能试验

    功率消耗试验

    电源电压影响试验

    短时过电流影响试验

    自热影响试验

    温升影响试验

    接地故障抑制试验

  4

4. 1

4. 2

4 3

4.4

电磁兼容试验(EMC)

    无线电干扰的测量

    快速瞬变脉冲群试验

    高频电磁场抗扰度试验

    静电放电抗扰度试验

:，一:
5 竺

气候影响试验

    高温试验

    低温试验

    交变湿热试验

  3. 3

5.3 1

5.3.艺

三.3.3

:‘一

机械性能试验

    振动试验

    冲击试验

    弹簧锤试验

    防尘和防水试验

    耐热和阻燃试验
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        附 录 E

      (标准的附录)

接地故障抑制试验线路图

被试表

匕

U:了 L7 今 U 今 入

试验设备

模拟第t相接地故障状态线路

U、二0

被试仪表上的电压

U 犷
正常状态 接地故障状态

  附 录 F

(提示的附录)

浪涌电压试验

按照GB/T 17626.5-1999中规定，并在下列条件下进行:

试验电压应施加下列线路(端)间:

— 电压线路端间;

— 一正常工作时与电压线路分离的辅助线路端之间;

一一电压线路各端与地之间;

— 正常工作时与电压线路分离的辅助线路各端与地之间

一一正常工作时与电压线路分离的电流线路与地之间。

电流线路无电流，电流端开路:

— 电压线路和辅助线路加参比电压;
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      一 严酷等级:4;

    一 试验电压:4kV;

        一极性:正、负;

      一 试验次数:正负极性各5次:

    一一重复率:lmin 一次。

    在浪涌作用下，仪表不应出现损坏或信息的改变，并能正常工作.计度器不应产生大卜，kwh的变

化，测试输出也不应产生大于二kwh的信号量。，的计算公式见本标准 4.4.2，2

    附 录 G

  (提示的附录)

引用标准译文索引

表Gl 引用的国际标准译文索引

国际标准编号 译文集名称域相应的国家沂业标准编号} { 采用程度
IE〔二60038:1983 GB156一1993 非等效

IEC6()050:1983

301章

302章

303章

JB/T7395一1994

JB/1、7395.1一1994

JB/T7395.2一1公94

JB/T7395.4一1994

一

一

} 等效

一
IEC SOO60 GB/T16927一1997

� 一一

等效

IEC 60068一2一1:1990

IEC60068一2一2:1974

IEC 6O068一2一111，81

IEC6O068一2301980

GB/‘1’24231一1989，’

GB了T 2423.2一1989

GB厂r2423.17一1993

GB/TZ括234一1993

等效

等效

等效

等效

IEC 6O085:1984                                 一)!一 辱蔽-一一
IEC 60185:1987

IEC6O186:1987

GB/T1208一1997

GB/T1207一1997

等效

等效

IEC GO269一11986 GB13弓39.1 1992 一 ~一1暮亮-一一
IEC 60375:1972 GB/T8446一1987 非等效

IEC 60529:1989 〔矛B4208一 1993 等效

IEC6072133;19872‘
环境条件分类:第3部分 环境参数组及其严酷程度的分类 第

三单元:固定使用在有防护场所(译文)

非等效IEC60736:1982 GB/111150一1989

IEC 60817:1984 弹簧锤打击试验仪器和校验(译文)

150 75一2:1993 塑料一加载热变形测定一第2部分:塑料和胶木(译文)

1)GB了T2423‘1一1989等效采用IEC60068一2一1:1974，现在修订中.等同采用IECGO068一艺一1:1990

2)IEC60721一3一3:1987修订为IEC6O721一3一3:199注
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