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	1
	11, 12, 13
	
	ed
	The paragraphs are confusing and complicated to describe which typical projects are allowed and which are the conditions that BRT projects are allowed.
	The paragraphs should be redrafted as follows:

11. The methodology is applicable for the implementation of MRTS that replaces existing bus routes (e.g. through scrapping or relocating buses to other routes, or through closing or re-scheduling existing bus routes) operating under mixed traffic conditions.
	

	
	
	
	
	
	12. The project may involve a combination of:

(a) The construction of a new rail-based infrastructure (e.g. new rail lines);

(b) The expansion of an existing rail infrastructure (e.g. extension of an existing rail line);

(c) The construction of new segregated bus rapid transit (BRT) bus lanes;

(d) The extension of bus lanes of existing BRT systems or expansions of existing BRT systems (i.e. adding new routes and lines).
	

	
	
	
	
	
	13. For projects involving BRTs, the following specific provisions apply:

(a) Only BRT systems without feeder lines are eligible under this methodology (i.e. where passengers realize their trip partially on the project system and partially on conventional buses) *include a footnote: BRTs with feeder lines plus trunk routes, where passengers can realize their entire trip in the project system, shall use methodology “AM0031: Bus rapid transit systems”*.
(b) The buses used in the existing routes may be relocated to other existing routes in order to supply the increasing demand for transport in urban areas;

(c) The project activity may be based on existing road infrastructure, but the bus lanes shall be separated physically from mixed traffic.
	

	2
	86
	
	ed
	There is a repetition of requirements between paragraph 86 and the monitoring parameters tables
	86. Vehicle speed refers to the average speed, i.e. total distance divided by total time, on the affected road. Taxis and passenger cars are treated identical. This condition should be monitored for each affected road.
	

	3
	83
	
	ed
	Paragraph 83 could be redrafted to avoid the repetition of 
“Monitoring is realized”
	83. The monitoring is conductedrealized through measurements of traffic flows and distance driven by passenger cars and taxis on the affected roads. Monitoring is realized in the years 1 and 4 of the crediting period.
	

	4
	76
	
	te
	There is a loophope in the description of the parameter SRSx (equation 15): it states that the parameter is determined based on equation 16, however paragraph 77 states that equation 16 shall be used “if no recent and good quality study is available”.
	Share of road space used by public transport in year x (in percentage). Calculated based on paragraph 77the equation 15 below
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