
Appendix 1. Quality control (QC) report 

Tel.: +976-70000743 

Information related to power units and transmission lines: National Dispatching Centre, 
Ministry of Energy Mongolia 
Total annual electricity generation: National Dispatching Centre, Ministry of Energy 

Total fuel consumption: National Dispatching Centre, Ministry of Energy Mongolia 
Net Calorific Value (NCV) of lignite coal: Mongolian national standard MNS 5919: 2008 
Net Calorific Value (NCV) of diesel oil: lPCC guideline for National Greenhouse Gas 
lnventories 2006, Chapter 2, stationary combustion 
C02 emission factors of lignite coal and diesel oil: IPCC guideline for National 
Greenhouse Gas lnventories 2006, Chapter 2, stationary combustion 

Post-submission QC: 
Data collected and used for the calculation of grid emission factor will be maintained in line with 
the monitoring methodology outlined in the tool "Tool to Calculate the Emission Factor for an 
Electricity System," Version 05.0, CDM EB 87, Annex 9. 

All data collected will be archived electronically and will be kept for at least three years by the 
DNA. Changes and development related to the power plants and transmission systems will be 
monitored and archived. The data will be archived and maintained in such a way that allow for the 

national electricity generation data, coordinate daily system operation of all power and heat sector 
entities which includes the real time coordination of the power plants operation, transmission and 
distribution. Default values established by the IPCC were used in case national value is not 

international organizations. Sampling method was not necessary. 



tool "Tool to Calculate the Emission Factor for an Electricity System," Version 05.0, CDM EB 87, 
Annex 9. 

The activity data used in the calculation was from the most recent 3 years (2013-2015) before the 
year of submission (2016), in line with the requirement for initial submission provided by the 
Standard. 

~ i s ~ a t c h i i ~  Centre, Ministry of Energy Mongolia and sicondab data bbtained from national 
standard, approved by the Mongolian Agency for Standardization and Metrology (MAMS). 

Completeness of the data is ensured as required electricity generation and fuel ~nsumption data 
in year 201 3, 2014, and 2015 were available and sufficient for the calculation of the grid emission 
factor. Where power plant fuel consumption data was not ava.ilable, such as by small diesel power 
plants, the respective power plants are-excluded from the calculation process, taking into 
consideration the low significance of their emission to the overall calculation. 

a transparent manner. A~I data in the calculation sheet and calculation report of this calculation are 
open to the public to ensure transparency. 

' 1  As @m D M  k vet to aubbh a delineation d the arid ek&Mitv svsltem Par years covered. the I 
determirration of 'natiakl grid ekctrieity system 6 undertaken €;clarify the dikrse infarma86n 
mtained in publicly avaitable documents. 

I Not applicable. I 

Date to finalize this report 
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Si nature of DNA ZF 

To publish a delineation of national grid electricity system in cooperation with the National 
Dispatching Centre, Ministry of Energy Mongolia 
To organize collection of electricity generation data from small diesel power plants 
To seek the possibility of publishing official annual report on electricity generation in 
English language, to enhance transparency for the international community and attract 
investments 
To seek the possibility of estimating emissions from off-grid power plants. 

 erei it-0d f sogtbaatar 
Head Of CDM National Bureau, 

Ministry of Environment and Tourism of Mongolia 
7' floor, Building 22, Amar street, Sukhbaatar 

district, Ulaanbaatar, 14200 Mongolia 
Tel.: +976-70000743. 

-.  . , I 

I 
1. - 
1 .. - 

1 i. 



Fax: +976-11-310-743 
Email: cdm.bureau@~,amail.com 


